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OsmoSpecial 1 es un equipo 
semiautomático para la rápida 
determinación de la osmolalidad en 
líquidos biológicos, farmacéuticos u otras 
soluciones, mediante la medición del 
punto crioscópico. 

 

Características técnicas: 
 

☺ Capacidad: muestra individual 
☺ Visualización del valor de osmolalidad (mOsm) 

y del punto de congelación (°C) 
☺ Enfriamiento del baño con celdas Peltier 

controladas por microprocesador, sin líquido 
☺ Temperatura de operación: de +5°C a +36°C 
☺ Calibración automática 
☺ Agitación y golpe controlados por el software 
☺ Volumen de muestra: de 50 a 200 µl (con tubos 

desechables de plástico) 
☺ Tiempo de análisis: unos 3 minutos 
☺ Tiempo de pre-calentamiento: unos 5 minutos 
☺ Rango de medición: de 0 a 1.500 mOsm 
☺ Resolución: 1 mOsm/Kg 
☺ Precisión y repetitividad: ±2 mOsm (de 0 a 600 

mOsm) o ±0,5% (de 600 a 1.500 mOsm) 
☺ Alimentación: 110/220 V, 50/60 Hz, 100 W 
☺ Dimensiones: 285x380x450 mm (AxLxH – con 

cabezal levantado)  -  Peso: aprox. 10 kg 

OsmoSpecial 1 is a single-sample 
semiautomatic osmometer for the rapid 
determination of the cryoscopic point 
variation (osmolality) in biological and 
pharmaceutical liquid samples. 

 

Technical features: 
 

☺ Sample capacity: single sample 
☺ Bath with Peltier cells controlled by software, 

with no cooling liquid 
☺ Induced ventilation 
☺ Operating ambient temperature: +5°C to 36°C 
☺ Automatic calibration 
☺ Lash and agitation width adjustment controlled 

by software 
☺ Results in mOsm units and °C 
☺ Sample volume: from 50 to 200 µl (with disposable 

plastic tubes) 
☺ Analysis duration: about 3 minutes/test 
☺ Warm up time: about 5 minutes 
☺ Measurement range: from 0 to 1500 mOsm 
☺ Resolution: 1 mOsm/Kg 
☺ Repeatability and reproducibility: ±2 mOsm 

(from 0 to 600 mOsm) or ±0,5% (from 600 to 1500 mOsm) 
☺ Power supply: 110/220 V, 50/60 Hz, 100 W 
☺ Dimensions and weight: 285x380x450 mm 

(wxdxh – with head up)  -  About 10 Kg. 
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